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INTEGRATED AMPLIFIER » PUSH-PULL SERIES

SCORPIO I - EL34

Integrated amplifier;

2x37W or 2x25W Triode —switchable, 2x6SN7 & 2x6SJ7, 0dB
NFB, 4 x Line-In, USB-DAC* (optional)

Auto-Fixed-Bias system & Tube test program;

Analog Bias meter

Power Tubes: 4 x EL34 (standard)

SCORPIO Il — KT88

Integrated amplifier;

2x50W or 2x30W Triode —switchable, 2x6SN7 & 2x6SJ7, 0dB
NFB, 4 x Line-In, USB-DAC* (optional) €4.995,--
Auto-Fixed-Bias system & Tube test program;
Analog Bias meter

€4.495,--

Power Tubes: 4 x KT88 (standard)

Scorpio Il Remote Control - Option €+ 200,--
Scorpio Il * USB-DAC board - Option € +350,--

INTEGRATED AMPLIFIER » PUSH-PULL SERIES

Integrated or Power amplifier;

2x70W Pentode or 2x45W Triode -switchable, 2x12AX7,

2x 6SN7, 0dB NFB, 3 x Line In-RCA, 1 x Line In-XLR, 1xDirect In,
1 x Pre-out, RC; Auto-Fixed-Bias system & Tube test program;
Analog Bias meter, USB-DAC* (optional)

Power Tubes: 4 x KT150 Tung-sol (standard)

SPIRITV —KT170

Integrated or Power amplifier;

2x75W Pentode or 2x50W Triode -switchable, 2x12AX7,

2x 6SN7, 0dB NFB, 3 x Line In-RCA, 1 x Line In-XLR, 1xDirect In,
1 x Pre-out, RC; Auto-Fixed-Bias system & Tube test program;
Analog Bias meter, USB-DAC* (optional)

Power Tubes: 4 x KT170 Tung-sol (standard)

€7.495,--

€ 8.495,--

Spirit V USB-DAC board - Option €+ 350,--




INTEGRATED AMPLIFIERS P SINGLE-ENDED SERIES

Integrated amplifier;

2x12W Single-Ended, 2xPCL86, 0dB NFB,

4 x Line In-RCA, USB-DAC* (optional)
Auto-Fixed-Bias system & Tube test program;
Analog Bias meter

Power Tubes: 2 x KT88 Tung-sol (standard)

€3.995,--

SPIRIT SE Il = KT150

Integrated amplifier;

2x15W Single-Ended, 2xPCL86, 0dB NFB,
4 x Line In-RCA, USB-DAC* (optional)
Auto-Fixed-Bias system & Tube test program; €4.595,--
Analog Bias meter

Power Tubes: 2 x KT150 Tung-sol (standard)

OPTION

Spirit SE Il Remote Control - Option €+ 200,--
Spirit SE II* USB-DAC board - Option €+ 350,--

INTEGRATED AMPLIFIER » PUSH-PULL - EVO SERIES

TRITON EVO — KT150 « Integrated »

Integrated or Power amplifier;
2 x 130W Pentode, 2 x 75W Triode -switchable, 2 x 12AU7,

2 x 65SL7, 2 x 6SN7, 0dB NFB, RC, 3 x Line In-RCA, 1 x Line In-XLR,
1x Direct In, 1x Pre-out; Auto-Fixed-Bias system & Tube test
program, Analog Bias meter, USB-DAC* (optional) ;

Power Tubes: 8 x KT150 Tung-sol (standard)

€ 13.995,--

Integrated or Power amplifier;

2 x 140W Pentode, 2 x 80W Triode -switchable, 2 x 12AU7,
2 x 65SL7, 2 x 6SN7, 0dB NFB, RC, 3 x Line In-RCA, 1 x Line In-XLR, €15.995,--
1x Direct In, 1x Pre-out; Auto-Fixed-Bias system & Tube test
program, Analog Bias meter, USB-DAC* (optional);

Power Tubes: 8 x KT170 Tung-sol (standard)

Triton Evo* USB-DAC board - Option €+ 350,--

STEREO POWER AMPLIFIERS » PUSH-PULL — EVO SERIES

TRITON EVO - PA

Power amplifier;

Fully balanced gain-stage design; 2x130W Pentode, 2x75W €13.995,-
Triode -switchable, 2 x 12AU7, 4 x PCL86,
0dB NFB, 1 x In-RCA, 1 x In-XLR, Auto-Fixed-Bias system & Tube NEW

test program; Analog Bias meter; Available
Power Tubes: 8 x KT150 (standard ) or KT170 (optional) February 2023




MONO-POWER AMPLIFIER » PUSH-PULL - EVO SERIES

TRITON EVO - KT150 « Mono »

Mono-Power amplifier;
1 x 130W Pentode or 1 x 80W Triode —switchable,

€15.995,--
1x12AU7, 1 x 65L7, 2 x 6SN7, 0dB NFB, 1x Bal/l, 1x RCA/I, pair
Auto-Fixed-Bias system & Tube test program,
Analog Bias meter;
Power Tubes: 8 x KT150 Tung-sol (standard)
Mono-Power amplifier;
1 x 150W Pentode or 1 x 85W Triode —switchable,
1x 12AU7, 1 x 65L7, 2 x 6SN7, 0dB NFB, 1x Bal/l, 1x RCA/I, €17.995,--
Auto-Fixed-Bias system & Tube test program, pair

Analog Bias meter;
Power Tubes: 8 x KT170 Tung-sol (standard)

Mono-Power amplifier;

1 x 180W Pentode or 1 x 100W Triode —switchable,
1x 12AU7, 2 x PCL86, 0dB NFB, 1x Bal/I, 1x RCA/I,
Auto-Fixed-Bias system & Tube test program,
Analog Bias meter;

Power Tubes: 12 x KT150 Tung-sol (standard)

Mono-Power amplifier;

1 x 200W Pentode or 1 x 110W Triode —switchable,
1x 12AU7, 2 x PCL86, 0dB NFB, 1x Bal/l, 1x RCA/I,
Auto-Fixed-Bias system & Tube test program,
Analog Bias meter;

Power Tubes: 12 x KT170 Tung-sol (standard)

EPSILON EVO — KT150 « Mono »

€ 23.995,--

pair

EPSILON EVO —KT170 « Mono »

€ 25.995,--

pair

Mono-Power amplifier;

1 x 220W Pentode or 1 x 140W Triode —switchable,
1 x 12AU7, 2 x PCL86, 0dB NFB, 1x Bal/l, 1x RCA/I,
Auto-Fixed-Bias system & Tube test program;
Analog Bias meter;

Power Tubes: 16 x KT150 Tung-sol (standard)

ORTHOS EVO - KT150 « Mono »

€29.995,--

pair
Available
Febraury 2023

NEW

Mono-Power amplifier;

1 x 240W Pentode or 1 x 150W Triode —switchable,
1 x 12AU7, 2 x PCL86, 0dB NFB, 1x Bal/l, 1x RCA/I,
Auto-Fixed-Bias system & Tube test program;
Analog Bias meter;

Power Tubes: 16 x KT170 Tung-sol (standard)

ORTHOS EVO - KT170 « Mono »

€33.995,--

pair
Available
Spring 2023

NEW




INTEGRATED AMPLIFIER » SINGLE-ENDED 6C33 TRIODE SERIES

Integrated or Power amplifier;

2x18W, 2x6C33 2x PCL86, 2x 1L861, Available

3 x Line In-RCA, 1 x Line In-XLR, 1x Direct In, 1x Pre-Out, RC, May 2023

0dB NFB; Analog Bias meter, USB-DAC* (optional);

Auto-Fixed-Bias system & Tube test program; NEW
Spark V USB-DAC board - Option €+ 350,--

MONO-POWER AMPLIFIER P SINGLE-ENDED 6C33 TRIODE SERIES

Mono-Power amplifier; PSE Pair

1x 35W, 2x 6C33, 1 x I1L861, 2 x PCL86, )

1x RCA/I, 1 x XLR/I, 0dB NFB, Available
Auto-Fixed-Bias system & Tube test program; summer 2023
Analog Bias meter; NEW

INTEGRATED AMPLIFIER » SINGLE-ENDED TRIODE SERIES

SPITFIRE

Integrated or Power amplifier;

2x30W, 2xAA62B 2x 6H30, 2x 12AU7,

3 x Line In-RCA, 1 x Line In-XLR, 1x Direct In, 1x Pre-Out, RC,
DHT, 0dB NFB; Volume Control: MCU based with analog € 8.995,--
resistor switching circuit. Analog Bias meter,
Auto-Fixed-Bias system & Tube test program;

Integrated or Power amplifier;
2 x 30W, 2xAA62B, 2x ECL86,2 x 5687, 1 x 5U4G,
3 x Line In-RCA, 1 x Line In-XLR, 1xDirect In, 1x Pre-Out, RC, € 14.995,--
DHT, 0dB NFB, Auto-Fixed-Bias system & Tube test program,
Analog Bias meter;

CROSSFIRE EVO - DELTA « Integrated »

Integrated or Power amplifier;
2 x 55W, 4xAA62B-S, 2x ECL86,2 x 5687, 1 x 5U4G,

) ’ . € 24.995,--
3 x Line In-RCA, 1 x Line In-XLR, 1xDirect In, 1x Pre-Out, RC,
DHT, 0dB NFB; Auto-Fixed-Bias system & Tube test program
Analog Bias meter, USB-DAC* (optional)
NEW

Crossfire Evo - Delta* USB-DAC board - Option € +350,--




Mono-Power amplifier; SE

1x 30W, 1x AA62B, 1 x AA20B, 2 x 65N7, 1 x 5U4G,
1x RCA/I, 1 x XLR/I, DHT, 0dB NFB,

Auto-Fixed-Bias system & Tube test program;
Analog Bias meter;

VULCAN EVO - Trio « Mono »

Mono-Power amplifier;

1x70W, 3 x AA62B-S, 1 x 5687, 1 x PCL86, 1x 5U4G,
1x RCA/I, 1 x XLR/I, DHT, 0dB NFB,

Auto-Fixed-Bias system & Tube test program;
Analog Bias meter;

MONO-POWER AMPLIFIER » SINGLE-ENDED TRIODE- EVO SERIES

€ 24.995,--

pair

€ 39.995,--
pair

NEW
Available Summer
2023

CONQUISTADOR Evo « Mono »

“State of the art / Cost-no-object”

Mono-Power amplifier

1x 100W, 4 x AA62B-S, 1 x Ayon 5U4GMesh,
1x 5687, 2 x ECL86,

1x RCA/I, 1 x XLR/I, DHT, 0dB NFB,
Auto-Fixed-Bias system & Tube test program;

LIMITED EDITION — 5 pair per year only !

€75.000,--

pair

NEW
Available May
2023




ayon

“State of the art / Cost-no-object” Linestage- Balanced,
Dual chassis design; 4 x AA45-Mesh, 4 x 5744; Separate
External Tube Power Supply with 2 x 5U4G; 4 x Line RCA/I,
2x Bal/ I, 1xBal/O, 2x RCA/O, 1xTape out, RC, 4 channel VTC
Volume control / 42 position — electronic-relay system;
LIMITED EDITION — 5 pcs. per year only !

“State of the art / Cost-no-object” Linestage — Unbalanced,
Dual chassis design; 2 x AA45-Mesh, 2 x 5744; Separate
External Tube Power Supply with 2 x 5U4G; 6 x Line RCA/I,
2x RCA/O, 1xTape out, RC, 2 channel VTC Volume control / 42
position — electronic-relay system;

LIMITED EDITION -5 pcs. per year only !

SPHERIS EVO - Linestage (Balanced)

“State of the art” Linestage — Balanced, Dual chassis design;
4 xC3M 4 x EY91, 1 x 12Au7, Separate External Tube Power
Supply with AC~ Regenerator; 4xLine RCA/I, 2x Bal/ |, 1xBal/O,
2x RCA/O, RC, 4 channel VTC Volume control / 42 position —
electronic-relay system;

“State of the art” PREAMP with PHONO - Unbalanced

Dual chassis design; 4 x C3M 4 x EY91,2 x 6H30, Separate
External Tube Power Supply with AC~ Regenerator; 4xLine
RCA/I, 1 x Phono MC, 1 x Phono MM, 2x RCA/O, RC, 2 channel
VTC Volume control / 42 position — electronic-relay system;
Limited availability!

“State of the art ”, Dual Chassis design;
2 x MC (MC1 & MC2), 1 x Out/RCA, 1x Bal/Out, 2 x ECC81 or
ECC82, 4 x 6SL7, 4 x EY91; External AC ~ Regenerator - Tube
Power Supply & Choke regulated;

Limited availability!

AURIS I

“Reference ” Preamp-Balanced , Modular & upgradable

PREAMPLIFIER

€75.000,--

NEW
Available
Autumn 2023

€60.000,--

NEW
Available
Autumn 2023

€39.995,--

NEW
Available
Autumn 2023

€29.995,--

NEW
Available
Autumn 2023

€32.990,--

NEW
Available
Autumn 2023

design; 4 x 6N6P PSE output stage, 4x Line In/RCA, 1 x HT/In, € 10.000,~
2x BAL/In — XLR, 2x RCA/O, 1 x Tape Out, 1x Bal/O, 4 x 674,
f;f::::' “\‘\‘\‘::::\\ Tube Power supply & Choke regulated, RC;
O ) “Reference ” Preamp-Unbalanced , Modular & upgradable €7.500,--
i design; 2 x 6N6Pi SE output stage, 4x Line In/RCA, 1 x HT/In,
2x RCA/O, 1 x Tape Out, 4 x 6Z4, Tube Power supply & Choke
regulated, RC;
Signature - Balanced Top grade components OPTION + €2.000,--
Signature - Unbalanced Top grade components OPTION + €1.000,--
PHONO Il module MM or MC-H (high output), MC NEW OPTION + € 2.000,--




S-10 Il « XS » with PREAMPLIFIER

NETWORK PLAYER

Network Player with Preamp

2 x 6N6P tube output stage, RCA/O & Bal/O, RC;

Streamer: All PCM and DSD formats, 2x USB-Type “A”;
Quad electrical-analog volume control system with 2 pair
analog line Inputs;

DAC-Digital/IN: SPDIF, TosLink, USB 24-384 & DSD, USB-“B”;
Digital/OUT: SPDIF; Ethernet-LAN & WiFi
PRE-Analog/IN: Line 1/RCA & Line 2/RCA

Online Streaming services: Spotify Connect, Spotif-Hifi
Coinnect, Tidal Connect, Qobuz, HiRes Audio

Internet Radio: Airable Radio & Podcast

Other Services: Roon ready, Audirvana & JRiver Media server

S-10 Il « Signature » with PREAMPLIFIER

Network Player with Preamp, Modular & upgradable design,
2 x 6N6Pi tube output stage, RCA/O & Bal/O, RC;

Streamer: All PCM and DSD formats, 2x USB-Type “A”;

Quad electrical-analog volume control system with 2 pair
analog line Inputs;

PCM-DSD converter for all PCM signals (DAC, USB and
Streamer) High-quality coupling capacitors;

DAC-Digital/IN: SPDIF, TosLink, USB 24-384 & DSD, USB-“B”;
Digital/OUT: SPDIF; Ethernet-LAN & WiFi
PRE-Analog/IN: Line 1/RCA & Line 2/RCA

Online Streaming services: Spotify Connect, Spotify-Hifi
Connect, Tidal Connect, Qobuz, HiRes Audio

Internet Radio: Airable Radio & Podcast

Other Services: Roon ready, Audirvana & JRiver Media server

S-10 Il « Ultimate » with PREAMPLIFIER

Network Player with Preamp, Modular & upgradable design,
2 x 6H30 tube output stage, RCA/O & Bal/O, RC;

Streamer: All PCM and DSD formats, 2x USB-Type “A”;

Quad electrical-analog volume control system with 2 pair
analog line Inputs;

PCM-DSD converter for all PCM signals (DAC, USB and
Streamer) Super-High-quality coupling capacitors;
DAC-Digital/IN: SPDIF, TosLink, USB 24-384 & DSD, USB-“B”;
Digital/OUT: SPDIF; Ethernet-LAN & WiFi
PRE-Analog/IN: Line 1/RCA & Line 2/RCA

Online Streaming services: Spotify Connect, Spotify-Hifi
Connect, Tidal Connect, Qobuz, HiRes Audio

Internet Radio: Airable Radio & Podcast

Other Services: Roon ready, Audirvana & JRiver Media server

€6.495.--

+€8.995.—

+ € 10.995.--

JRiver BLACKBOX -SERVER

Plug and play ready with JRiver BlackBox Server unit;

Second self-sufficient Streamer Module with independent

power supply and upgradable Firmware & Hard disk - SSD 1TB

(add mounting rack & all connectors for SSD installed),

Top-quality capacitors in the audio signal path installed for

best sound performance (only for JR BlackBox server version)
OPTION

Option

+ € 1.995.--




NETWORK PLAYER

Network Player, Dual chassis design;

T b 4 x 6H30 PSE tube output stage, 4x 6C4P tube rectifier, Dual
A LLUTRTARAAY

Choke, 3 x Power transformer, RCA/O & Bal/O, 2 x Line /IN-
RCA, 1 x Line /OUT, 24/192kHz up-sampling, ADC In/RCA - € 14.695,--
24/192; Dual Electric-Analog-switch Volume output control
system, RC;

Digital/IN: BNC, SPDIF, AES/EBU, TosLink, I12S, 2x USB-Type “A”;
Digital/Out: SPDIF; Ethernet-LAN & WiFi

S-5 « XS »

Network Player, Dual chassis design;

4 x 6N6P PSE tube output stage, 4x 6Z4 tube rectifier, Dual
Choke, 3 x Power transformer, RCA/O & Bal/O, 2 x Line /IN- € 8.995,--
RCA, 1 x Line /OUT, 24/192kHz up-sampling, ADC In/RCA -
24/192; Dual Electric-Analog-switch Volume output control

L)

Ty ARARARRRR
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system, RC;
Digital/IN: BNC, SPDIF, AES/EBU, TosLink, I12S, 2x USB-Type “A”;
Digital/Out: SPDIF; Ethernet-LAN & WiFi

NETWORK - TRANSPORT

Network - Transport

1 x 6H14 tube buffer for digital output — switchable, RC;
PCM-Digital/ Tube-Out: SPDIF, AES/EBU,
PCM-Digital/Transistor Out: 12S, SPDIF, AES/EBU, BNC, TosLink;
USB-OUT

Ethernet-LAN & WiFi NEW
Online Streaming services: Spotify Connect, Tidal Connect, Available March
Qobuz, HiRes Audio 2023
Internet Radio: Airable Radio & Podcast
Other Services: Roon ready, Audirvana & JRiver Media server

S-10 Il = Transport « Signature »
Network - Transport
2 x 6H14 tube buffer for digital output — switchable, RC;
PCM-DSD converter for CD-PCM signals;
PCM-Digital/ Tube-Out: SPDIF, AES/EBU, BNC,
PCM-Digital/Transistor Out: 12S, SPDIF, AES/EBU, BNC, TosLink;
USB-OUT NEW
DSD - Digital /Out: 3 x BNC for DSD (DSD-L, DSD-R & WCK); A"a"a;(')ezg/'a“h

Ethernet-LAN & WiFi

Online Streaming services: Spotify Connect, Tidal Connect,
Qobuz, HiRes Audio

Internet Radio: Airable Radio & Podcast

Other Services: Roon ready, Audirvana & JRiver Media server




CD-PLAYER

CD-Player, “Reference” — Top Loader;

Modular & upgradable design,

2 x 6N6P & 2 x 5687 SE tube output stage, RCA/O & Bal/O,
Electric-Analog-Switch Volume output control system, €9.995,--
2 x power transformer, Choke, 1 x GZ30Tube rectification, RC;
2 x Line input — RCA, 1x Balanced input — XLR;

PCM-Digital/In: USB-24/384kHz, SPDIF, 12S, AES/EBU, BNC;
DSD — Digital /IN: USB —DSD; 3 x BNC for DSD (DSD-L, DSD-R &
WCK);

CD-35 1l « Signature «

CD-Player, “Reference” — Top Loader;

Modular & upgradable design,

2 x 6N6Pi & 2 x 5687 SE tube output stage, RCA/O & Bal/O,
Electric-Analog-Switch Volume output control system,

2 x power transformer, Choke, 1 x GZ30Tube rectification, RC;
2 x Line input — RCA, 1x Balanced input — XLR;

PCM-DSD converter for CD-PCM signals;

PCM-Digital/In: USB-24/384kHz, SPDIF, 12S, AES/EBU, BNC;
DSD — Digital /IN: USB —DSD; 3 x BNC for DSD (DSD-L, DSD-R &
WCK);

CD-35 Il « HF Edition »

CD-Player, “Reference” - Top Loader;

Modular & upgradable design,

2 x 6H30 & 2 x 5687 SE tube output stage, RCA/O & Bal/0O,
Electric-Analog-Switch Volume output control system,

2 x power transformer, Choke, 1 x GZ30Tube rectification, RC;
2 x Line input — RCA, 1x Balanced input - XLR;

PCM-Digital/In: USB-24/384kHz, SPDIF, 12S, AES/EBU, BNC;
DSD - Digital /IN: USB; 3 x BNC for DSD (DSD-L, DSD-R & WCK);
PCM-DSD converter for all PCM signals

“HF Edition: V-cap TFTF & Mundorf coupling capacitors;
Franc Audio - Ceramic Feet; WBT-210 NextGen RCA Jacks;
Tantalum 2-Watt resistors for tube output-stage;

AKM 4497EQ for DAC; Black Finish for cooling slots, Top
plate buttons, CD-LID and CD-inside housing;

All important components are matched at 1% level.

€11.995,--

€21.995,--

Limited at 35 pieces & only one piece per month is produced!

CD-TRANSPORT

CD-T I

CD-Transport, “Reference” — Top Loader;

2 x 6H14 tube buffer for digital output — switchable,
2x power transformer, Word Sync In, RC; on request
PCM-Digital/ Tube-Out: SPDIF, AES/EBU, BNC,
PCM-Digital/Transistor Out: 12S, SPDIF, AES/EBU, BNC, TosLink;
*DSD — Digital /Out: 3 x BNC for DSD (DSD-L, DSD-R & WCK);

Limited availability!

. * PCM-DSD converter for CD-PCM signals;
Signature Second 6H14 tube activated +€995,-
OPTION




DIGITAL / ANALOG — COVERTER (DAC)

DAC, “Reference”

Modular & upgradable design,

2 x 6N6P & 2 x 5687 SE tube output stage, RCA/O & Bal/0O,
Electric-Analog-Switch Volume output control system, €8.495,--
2 x power transformer, Choke, 1 x GZ30Tube rectification, RC;
*2 x Line input — RCA, 1x Balanced input - XLR;
PCM-Digital/In: USB-24/384kHz, SPDIF, 12S, AES/EBU, BNC; NEW
DSD - Digital /IN: USB —DSD; 3 x BNC for DSD (DSD-L, DSD-R &
WCK);

KRONOS « Signature »

DAC, “Reference”

Modular & upgradable design,

2 x 6N6Pi & 2 x 5687 SE tube output stage, RCA/O & Bal/O,
- Electric-Analog-Switch Volume output control system,

I 2 x power transformer, Choke, 1 x GZ30Tube rectification, RC; € 11.995,--
2 x Line input — RCA, 1x Balanced input - XLR;
PCM-Digital/In: USB-24/384kHz, SPDIF, 12S, AES/EBU, BNC;
DSD - Digital /IN: USB —DSD; 3 x BNC for DSD (DSD-L, DSD-R & NEW
WCK);

PCM-DSD converter for all PCM signals,
High-quality coupling capacitors;

KRONOS « Ultimate »

DAC, “Reference”

Modular & upgradable design,

2 x 6H30 & 2 x 5687 SE tube output stage, RCA/O & Bal/0O,
Electric-Analog-Switch Volume output control system,

2 x power transformer, Choke, 1 x GZ30Tube rectification, RC; € 14.995,--
2 x Line input — RCA, 1x Balanced input - XLR;
PCM-Digital/In: USB-24/384kHz, SPDIF, 12S, AES/EBU, BNC;
DSD - Digital /IN: USB —DSD; 3 x BNC for DSD (DSD-L, DSD-R & NEW
WCK);

PCM-DSD converter for all PCM signals,

Top-quality coupling capacitors and special power supply caps;




LOUDSPEAKER

BLACK RAVEN —S

2 1/2-way, 91dB, 5 Ohm,

1 x1.2” Cell-Ceramic Tweeter,

1 x 6.7“ Ceramic Bass/ Mid

1 x 6.7 Ceramic Bass

Elliptic cabinet design with Airflow Damping System (ADS),
Single-wire binding post;

Cabinet material: Resonance optimized instrument plywood;

€13.980,--

pair

Standard cabinet finish: WAXED - French Nut & Maple NEW

BLACK HERON - S

2 1/2-way, 92dB, 5 Ohm,

e T 1 x 1.2” Cell-Ceramic Tweeter,
o ' Q 1 x 6.7 Ceramic Bass/ Upper Mid
o 1 ‘ 1 x 6.7“ Ceramic Bass/ Lower Mid € 22.980,--
1x 6.7“ Ceramic Bass
Q Elliptic cabinet design with Airflow Damping System (ADS), pair
o WBT NextGen Single-wire binding post;
‘ 0 Cabinet material: Resonance optimized instrument plywood;
g NEW
o w Standard cabinet finish: Tineo, French Nut & Etimo;
- «— Maple — HG
OPTION Maple, Wild Nut, Birch & Black Piano + € 750,--
OPTION Bird’s Eye Maple, Poplar Burl, Macassar, Ziricote & Mango +€900,--
OPTION Central black chassis décor strip — for all veneer version +€990,--

BLACK FALCON-S

3-way, 92dB, 4 Ohm,

1 x 1” Cell-Ceramic Tweeter,

1x6.2“ Ceramic Midrange,

3 x 6.7 Ceramic Bass, € 32.980,--

Elliptic cabinet design with Airflow Damping System (ADS),

WBT NextGen, Single-wire binding post; pair

Cabinet material: Resonance optimized instrument

plywood;

. - . . NEW
Standard cabinet finish: French Nut, Tineo & Etimo;
«— Poplar Burl — HG & Central black chassis décor strip (option)

OPTION Birch, Wild Nut, Maple & Black Piano + € 850,--
OPTION Bird’s Eye Maple, Poplar Burl, Macassar, Ziricote & Mango + € 990,--
OPTION Central black chassis decor strip — for all veneer version + € 990,--
OPTION 1” Diamond Tweeter (incl. Crossover update) + €9.900,--




BLACK EAGLE - S

LOUDSPEAKER

3-way, 93dB, 4 Ohm,
1 x 1” Cell-Ceramic Tweeter,
1 x6.7“ Cell-Ceramic Midrange,

3 x 6.7“ Ceramic Bass, €42.980,~
Elliptic cabinet design with Airflow Damping System (ADS), )
WBT NextGen, Single-wire binding post; pair
Cabinet material: Resonance optimized instrument plywood;
Standard cabinet finish: French Nut, Tineo & Etimo; NEW
Mango — HG & Central black chassis décor strip (option)
OPTION Birch, Wild Nut, Maple & Black Piano + € 900,--
OPTION Bird’s Eye Maple, Poplar Burl, Macassar, Ziricote & Mango + € 1.080,--
OPTION Central black chassis decor strip — for all veneer version + € 1.080,--
OPTION 1” Diamond Tweeter (incl. Crossover update) + € 9.900,--

“State of the art”

3-way, 93.5dB, 4 Ohm,
1x1.2” Cell-Ceramic Tweeter,

BLACK CRANE - S

1 x 6.7“ Cell-Ceramic Midrange, € 59.980--

4 x 6.7“ Ceramic Bass,

Elliptic cabinet design with Airflow Damping System (ADS), pair

WBT NextGen, Bi-wire binding post;

4 Binding posts & Cable jumper (Crossover adjustment)

Cabinet material: Resonance optimized instrument plywood; NEW

Standard cabinet finish: French Nut, Tineo, Etimo, Birch,

Wild Nut & Maple;

«— Ziricote — HG & Central black chassis décor strip (option)

OPTION Bird’s Eye Maple, Macassar, Ziricote Mango & Poplar Burl + € 1.200,--
OPTION Central black chassis decor strip — for all veneer version + € 1.200,--
OPTION 1.2” Diamond Tweeter (incl. Crossover update) + €14.000,--




CABLES » PEARL SERIES

PEARL « RCA/XLR »

INTERCONNECT — RCA or XLR, 1.0m € 3.990,--
INTERCONNECT — RCA or XLR, 1.5m € 4.490,--
- INTERCONNECT — RCA or XLR, 2.0m € 4.990,--
S INTERCONNECT - RCA or XLR, 2.5m € 5.490,--
INTERCONNECT - RCA or XLR, 3.0m € 5.990,--
NN
PEARL « Speaker »
LOUDSPEAKER — Spades or Banana plugs, 1.5m € 4.990.--
LOUDSPEAKER — Spades or Banana plugs, 2.0m € 5.490.--
% , LOUDSPEAKER — Spades or Banana plugs, 2.5m € 6.250.--
- LOUDSPEAKER — Spades or Banana plugs, 3.0m € 6.990.--
PEARL « LAN »
LAN - 1.5m € 1.790.--
P LAN - 2.0m € 2.090.--
LAN - 3.0m € 2.590.--
LAN - 4.0m € 2.990.--
PEARL Evo « Powercord »
POWERCORD - 2.0m € 3.990.--

AYON DRIVER — RECTIFIER — SET POWER TUBES

Ayon 5U4G-Mesh Rectifier tube €500,--
Ayon AA20B Driver tube, matched €450,--
Ayon AA45-Mesh 3W Triode output power tube, matched €500,--
Ayon AA300B 10W Triode output power (SE connection), matched €450,--
Ayon AA300B-S 15W Triode output power (SE connection), matched €490,--
Ayon AA32B-S 20W Triode output power (SE connection), matched €590,--
Ayon AA52B-S 25W Triode output power (SE connection), matched €790,--
Ayon AA62B-S 30W Triode output power (SE connection), matched €990,--

DHT = Direct Heated Triode, SE = Single-Ended, SET = Single-Ended Triode, PSET = Parallel Single-Ended Triode,
PP = Push-Pull, PPP = Parallel Push-Pull;

a Ayon® is a registered Trademark, all rights reserved incl. changes in price and specifications. Payment strictly in advance.
ceclic» Allexport prices are ex works. Place of Jurisdiction is Graz, Austria. This price sheet replaces all previous price sheets.
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